
ANDREAS MAIER GmbH & Co. HYDRAULIC CLAMPING SYSTEMS 55

Subject to technical alterations.

Threaded Cylinder

Threaded Cylinder, piston rod 
with internal thread

No. 6933

Design:

Application:

Features:

Note:

Order 

 no.

A B C G L O

60004 6933-05 25 6 15 8 M20x1,5 M4x10 46 3 12 24 6 30 29

60012 6933-08 34 6 18 10 M24x1,5 M5x12 58 3 15 27 8 34 33

60020 6933-12 34 6 21 12 M30x1,5 M6x14 61 3 18 36 9 44 43

60038 6933-20 35 8 23 16 M36x1,5 M8x17 66 3 20 41 13 50 49

61176 6933-32 35 9 25 16 M42x1,5 M8x17 69 3 22 50 13 61 60

Dimensions:

Order 

 no.
[mm] [cm³] [mm]

Piston area

[cm²] [Nm] [N]

60004 6933-05 1,1 5,5 8 0,9 12 1,1 90 35 120

60012 6933-08 2,0 10,0 10 2,0 16 2,0 110 70 200

60020 6933-12 3,0 15,0 10 3,1 20 3,1 120 115 370

60038 6933-20 5,0 24,5 12 5,9 25 4,9 130 160 510

61176 6933-32 8,0 40,0 12 9,6 32 8,0 150 240 750

6933 6932

CAD

Installation dimensions:


