
40 HYDRAULIC CLAMPING SYSTEMS ANDREAS MAIER GmbH & Co.  

Subject to technical alterations.

Hollow Rod Cylinder with internal thread

No. 6935

Hollow Rod Cylinder

Design:

Application:

Features:

Note:

Order 

 no.
VH 100 bar VH 350 bar

[mm] [cm³] [cm²]

67850 6935-20 5,8 20,6 6,5 3,8 5,9 572

67876 6935-30 8,4 29,7 9,5 8,1 8,5 940

67892 6935-53 15,2 53,2 12,5 19,3 15,2 1837

Dimensions:

Order 

 no.

A C E F G H L M N P

67850 6935-20 51,0 7,0 43,5 41,5 32 M10 28,5 M6x6 10,5 12 20,5 15 55 16,0 39,5

67876 6935-30 63,5 7,0 56,5 49,5 36 M12 24,5 M8x8 13,5 18 25,5 15 62 19,0 47,5

67892 6935-53 76,0 9,5 66,0 64,5 50 M16 25,0 M10x13 16,5 23 30,0 18 76 25,5 63,5

Vent screw 

Oil connection

CAD
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Subject to technical alterations.

Dimensions:

Order 

 no.

A C E F G H L M N P

67918 51,0 7,0 43,5 41,5 32 M10 28,5 M6x6 10,5 12 20,5 15 55 16,0 39,5

67934 63,5 7,0 56,5 49,5 36 M12 24,5 M8x8 13,5 18 25,5 15 62 19,0 47,5

67959 76,0 9,5 66,0 64,5 50 M16 25,0 M10x13 16,5 23 30,0 18 76 25,5 63,5

Hollow Rod Cylinder with internal thread

No. 6935D

Oil connection

Order 

 no.
VH 100 bar VH 350 bar RH at 100 bar RH at 350 bar

[mm] [cm³] [cm²]

67918 5,8 20,6 5,8 20,6 6,5 3,8 5,9 572

67934 8,4 29,7 8,4 29,7 9,5 8,1 8,5 940

67959 15,2 53,2 15,2 53,2 12,5 19,3 15,2 1837

Design:

Application:

Features:

Note:

Hollow Rod Cylinder

CAD


