
ANDREAS MAIER GmbH & Co. HYDRAULIC CLAMPING SYSTEMS 71

Subject to technical alterations.

Block Cylinder

No. 6936D

Design:

Application:

Features:

Note:

Dimensions:

Order 

 no.

A C F G J K L M N P T V W Z AA AB AC

68155 60,0 46,5 7,5 7 - 23,5 12,2 33,5 5,5 51,0 33,5 16,5 23,0 7 8,0 11 14,0 16,0 28,5 M6x11 27,0 9,5 28,0 9,5 -

68171 79,0 66,0 7,5 7 - 23,5 12,2 33,5 5,5 51,0 33,5 16,5 23,0 7 8,0 11 14,0 16,0 28,5 M6x11 27,0 9,5 47,0 9,5 -

68197 71,0 57,0 8,0 9 - 26,5 20,1 38,0 6,5 51,0 38,0 19,0 25,5 7 16,0 17 22,0 32,0 44,5 M8x11 35,0 12,5 28,5 8,0 14,5

68213 84,0 69,5 8,0 9 - 26,5 20,1 38,0 6,5 51,0 38,0 19,0 25,5 7 16,0 17 22,0 32,0 44,5 M8x11 35,0 12,5 41,0 8,0 14,5

68239 112,5 98,5 8,0 9 41 26,5 20,1 38,0 6,5 51,0 38,0 19,0 25,5 7 16,0 17 22,0 32,0 44,5 M8x11 35,0 12,5 70,0 8,0 14,5

68254 73,0 57,0 10,0 9 - 26,5 28,2 51,0 9,0 63,5 48,0 24,0 31,5 9 17,5 25 25,5 35,5 51,0 M12x13 44,5 12,5 28,5 8,0 17,5

68270 86,0 69,5 10,0 9 - 26,5 28,2 51,0 9,0 63,5 48,0 24,0 31,5 9 17,5 25 25,5 35,5 51,0 M12x13 44,5 12,5 41,0 8,0 17,5

68296 114,5 98,5 10,0 9 41 26,5 28,2 51,0 9,0 63,5 48,0 24,0 31,5 9 17,5 25 25,5 35,5 51,0 M12x13 44,5 12,5 70,0 8,0 17,5

Block Cylinder

Order 

 no.

Pull force at 100 bar Pull force at 350 bar

[mm] [cm³]

Piston area VH

[cm²]

Piston area RH

[cm²]

68155 2,9 10,1 1,6 5,6 6,5 1,9 2,9 1,6 467

68171 2,9 10,1 1,6 5,6 19,0 5,7 2,9 1,6 644

68197 5,1 17,8 1,7 6,0 12,5 6,5 5,1 1,7 463

68213 5,1 17,8 1,7 6,0 25,5 13,0 5,1 1,7 1030

68239 5,1 17,8 1,7 6,0 51,0 26,0 5,1 1,7 1397

68254 11,4 39,9 5,0 17,5 12,5 14,5 11,4 5,0 1225

68270 11,4 39,9 5,0 17,5 25,5 29,0 11,4 5,0 1447

68296 11,4 39,9 5,0 17,5 51,0 58,0 11,4 5,0 1851

Oil connection

CAD


