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Subject to technical alterations.

Design:

Application:

Features:

Note:

Jges. = JK + JH + mH x Ls² [kgm²] 

Qmax. = Vol.sp / tmin. [cm³/s] 

Suitable clamp arms are 6951-XX. 

No. 6941KP

Order 
 no.

[mm] [mm] [cm³] [cm³] [cm²]

area Lo

[cm²] [s] [l/min]

Piston mass moment 

of inertia JK

556960 6941KP-03-21 3,3 5,4 10,7 4,8 6,4 4,1 6,2 0,44 0,65 0,000006146 642

556961 6941KP-03-22 3,3 5,4 10,7 4,8 6,4 4,1 6,2 0,44 0,65 0,000006146 642

556962 6941KP-04-21 4,5 5,4 13,0 7,3 10,6 5,5 8,0 0,36 1,2 0,000011573 830

556963 6941KP-04-22 4,5 5,4 13,0 7,3 10,6 5,5 8,0 0,36 1,2 0,000011573 830

556964 6941KP-05-21 5,5 6,2 13,7 9,3 13,8 6,8 11,9 0,34 1,6 0,000029315 1284

556965 6941KP-05-22 5,5 6,2 13,7 9,3 13,8 6,8 11,9 0,34 1,6 0,000029315 1284

556966 6941KP-09-21 9,4 5,5 15,4 16,9 24,5 11,0 16,0 0,34 2,9 0,000055671 1778

556967 6941KP-09-22 9,4 5,5 15,4 16,9 24,5 11,0 16,0 0,34 2,9 0,000055671 1778

556968 6941KP-11-21 11,0 7,5 16,5 21,8 35,0 13,2 21,3 0,32 4,0 0,000137759 2805

556969 6941KP-11-22 11,0 7,5 16,5 21,8 35,0 13,2 21,3 0,32 4,0 0,000137759 2805

CAD

Swing clamp, top-flange-mounting
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Subject to technical alterations.

Code of types:

Swing directions:

A

B

Dimensions:

Order 
 no.

B C E F G L M N P T V Z AC OR-1

556960 6941KP-03-21 36 104,5 95,2 28 38,5 29,5 11,5 16 15,88 M10 x 14 4,5 20,5 5,4 10,7 40 31,4 52,5 22,0 23,5 8,5 G1/8 4,8 457499

556961 6941KP-03-22 36 104,5 95,2 28 38,5 29,5 11,5 16 15,88 M10 x 14 4,5 20,5 5,4 10,7 40 31,4 52,5 22,0 23,5 8,5 G1/8 4,8 457499

556962 6941KP-04-21 40 117,5 107,0 33 39,0 31,0 11,0 18 - M10 x 14 5,5 20,7 5,4 13,0 45 34,0 55,0 22,5 26,0 9,0 G1/8 4,8 457499

556963 6941KP-04-22 40 117,5 107,0 33 39,0 31,0 11,0 18 - M10 x 14 5,5 20,7 5,4 13,0 45 34,0 55,0 22,5 26,0 9,0 G1/8 4,8 457499

556964 6941KP-05-21 48 130,0 117,0 33 45,0 36,5 13,0 24 22,23 M12 x 14 5,5 26,5 5,3 13,7 51 40,0 61,0 25,5 30,0 11,0 G1/8 4,8 457499

556965 6941KP-05-22 48 130,0 117,0 33 45,0 36,5 13,0 24 22,23 M12 x 14 5,5 26,5 5,3 13,7 51 40,0 61,0 25,5 30,0 11,0 G1/8 4,8 457499

556966 6941KP-09-21 55 149,4 134,4 39,5 49,0 36,0 12,0 25 - M12 x 14 6,6 24,2 5,5 15,4 60 47,0 69,0 30,0 33,5 12,0 G1/8 4,8 457499

556967 6941KP-09-22 55 149,4 134,4 39,5 49,0 36,0 12,0 25 - M12 x 14 6,6 24,2 5,5 15,4 60 47,0 69,0 30,0 33,5 12,0 G1/8 4,8 457499

556968 6941KP-11-21 65 155,0 155,0 44,5 49,3 39,0 13,0 32 31,79 M12 x 14 6,6 25,6 5,5 16,5 70 55,0 81,0 35,0 39,5 15,0 G1/4 4,8 493478

556969 6941KP-11-22 65 155,0 155,0 44,5 49,3 39,0 13,0 32 31,79 M12 x 14 6,6 25,6 5,5 16,5 70 55,0 81,0 35,0 39,5 15,0 G1/4 4,8 493478

Order 
 no.

Z BB

556960 6941KP-03-21 31,4 8,5 M4 36,5 23,5

556961 6941KP-03-22 31,4 8,5 M4 36,5 23,5

556962 6941KP-04-21 34,0 9,0 M5 40,5 26,0

556963 6941KP-04-22 34,0 9,0 M5 40,5 26,0

556964 6941KP-05-21 40,0 11,0 M5 48,5 30,0

556965 6941KP-05-22 40,0 11,0 M5 48,5 30,0

556966 6941KP-09-21 47,0 12,0 M6 55,5 33,5

556967 6941KP-09-22 47,0 12,0 M6 55,5 33,5

556968 6941KP-11-21 55,0 15,0 M6 65,5 39,5

556969 6941KP-11-22 55,0 15,0 M6 65,5 39,5

Plan view

AC Oil connection

Drilling template device:

Swing clamp, top-flange-mounting

Positioning:
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Subject to technical alterations.

Diagrams:

6941KP-03

6941KP-05

6941KP-04

Swing clamp, top-flange-mounting
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Subject to technical alterations.

6941KP-09

6941KP-11

No. 6941

Dimensions for proprietary manufacturing of clamping arms

Important note:

Dimensions table (proprietary manufacture):

for
A B F G K M N V

6941KP-04 29,0 27,0 22,00 11,0 31,5 8,0 8,5 M8 2,9 43,5 5 15 18,2

6941KP-03 25,5 22,0 18,03 11,0 27,5 8,8 8,5 M8 2,9 38,5 5 15 17,0

6941KP-05 35,0 32,0 25,40 13,5 32,5 12,0 10,5 M10 2,9 46,5 5 18 19,0

6941KP-09 35,0 38,5 30,50 12,5 42,5 11,0 12,5 M12 2,9 52,5 4 18 23,2

for
A B E G H J K T U V W

6941KP-11 51,0 44,5 31,775 37,4 12,5 16,5 M16 x 1,50-6H 59 2,93 22,4 26 6,2 25,7

Dimensions table (proprietary manufacture):

Swing clamp, top-flange-mounting


