
144 HYDRAULIC CLAMPING SYSTEMS ANDREAS MAIER GmbH & Co.  

Subject to technical alterations.

Vertical Clamp

No. 6958DU

Design:

Application:

Features:

Note:

Dimensions:

Order 

 no.

A A1 B C E H H1 H2 H3 H4 H5 H6 H7 K L M N P R V V1 V2 W OR-1

326272 51,9 0,40 12 18,0 19,0 24 16,5 58,4 38,3 46,3 27,0 10 19,3 11 26 44 22 27,5 12 11 40 29 15 13,7 29 6,5 497461

326314 54,0 1,25 14 21,0 23,0 30 20,3 73,2 49,0 59,0 34,0 10 25,0 16 32 53 26 32,5 16 14 46 33 15 17,5 33 8,5 490342

326371 51,2 0,70 17 25,5 27,5 35 21,0 79,4 51,0 62,0 37,0 10 27,0 16 39 67 32 40,0 20 19 55 39 15 21,0 39 10,5 321018

327536 53,4 -1,0 20 30,0 33,0 42 24,0 97,1 63,0 76,0 59,5 11 35,0 18 50 76 36 45,0 26 22 66 48 15 24,0 48 12,5 409748

Vertical Clamp

Order 

 no.
at 100 bar at 250 bar

Piston force F5 

at 100 bar

Piston force F5 at 

250 bar

[cm³] [cm³] [cm²]

area Lo

[cm²] [Nm]

326272 1,3 3,3 2,0 5,0 2,0 1,2 2,0 1,2 7,5 334

326314 2,1 5,2 3,1 7,8 3,8 2,4 3,1 2,0 15,0 624

326371 3,2 8,2 4,9 12,2 6,9 4,1 4,9 2,9 27,0 906

327536 5,3 13,4 8,0 20,1 13,7 8,3 8,0 4,9 47,0 1920

CAD

Dynamic pressure monitoring:

or left

A

B


