
134 HYDRAULIC CLAMPING SYSTEMS ANDREAS MAIER GmbH & Co.  

Subject to technical alterations.

Dimensions:

Order 

 no.

G H2 H3 H4 H5 H9 N P K V

328013 6958E-20 24 25 26 M32x1,5 51,8 41,8 46,2 98 26 33,0 22 10 32 19,69 6

328039 6958E-30 36 37 38 M48x1,5 77,0 62,0 69,0 146 38 49,5 32 15 48 29,54 8

562196 6958E-50 58 59 60 M72x2,0 116,0 93,0 99,0 215 57 73,0 40 23 72 48,43 12

Order 

 no.

B1 H7 G H H1 L1 P1 OR-1 OR-2

328013 6958E-20 33 25 26 8 45,2 47,2 M32x1,5 46,2 25 8,5 19,0 21,0 2,0 0,7 554575 554576

328039 6958E-30 49 37 38 10 68,0 70,0 M48x1,5 69,0 35 12,0 27,5 29,5 2,5 0,6 554577 554578

562196 6958E-50 73 59 60 12 97,0 101,0 M72x2,0 99,0 55,1 16,0 34,5 38,5 2,5 1,0 562535 562536

anti-rotation device

Design:

Application:

Features:
 

Note:

On request:

No. 6958E-XX

Order 

 no.

Piston force F5 

at 100 bar

Piston force F5 at 250 bar

[cm³] [cm³]

Piston 

[mm] [cm²]

area Lo

[cm²]

328013 6958E-20 3,1 7,8 6,6 2,3 20 3,1 1,10 350

328039 6958E-30 7,0 17,5 22,6 7,8 30 7,0 2,54 1100

562196 6958E-50 19,6 49,0 93,3 37,1 50 19,6 7,8 3850

CAD

Vertical clamp, cartridge flange

Installation 
dimensions:

Installation dimensions:


