
164 HYDRAULIC CLAMPING SYSTEMS ANDREAS MAIER GmbH & Co.  

Subject to technical alterations.

Link Clamp

A

B

CAD

Dimensions:

Order 

 no.

A A1 B C E F G H H1 H2 H3 H4 H5 H6 L M N P O R W U V OR-1

554667 6959KB-16 43,0 26,3 16,0 21,0 6,0 26,0 14,5 G1/8 20 86,0 52 72 48,5 24 15 11,0 30 51,5 18 4,5 15 9 36 45 5,8 8,5 17,5 161802

554668 6959KB-20 56,5 33,0 21,0 27,5 6,0 35,0 13,5 G1/4 26 120,5 72 103 61,5 34 25 14,0 38 70,0 27 8,0 20 14 54 70 6,5 15,0 21,5 321646

554669 6959KB-25 63,5 40,3 24,0 31,5 8,0 40,0 18,5 G1/4 27 129,3 75 110 65,0 37 27 14,0 42 74,0 30 7,0 24 14 60 74 8,5 16,0 23,5 321646

554670 6959KB-32 82,0 51,0 32,0 42,0 8,0 52,0 24,0 G1/4 35 167,5 103 145 81,5 47 27 15,0 52 100,0 39 11,0 30 14 78 100 10,5 16,0 30,0 321646

Order 

 no.
at 100 bar * at 350 bar*

Piston force 

at 100 bar

Piston force 

at 350 bar

[mm] [cm³] [cm³] [cm²]

area Lo

[cm²] [Nm]

Piston 

[mm]

Piston 

[mm]

554667 6959KB-16 1,5 5,4 2,0 7,0 17,0 7,4 1,5 2,0 0,9 6,3 12 16 755

554668 6959KB-20 2,4 8,4 3,1 11,0 23,0 7,2 3,2 3,1 1,4 12,0 15 20 1876

554669 6959KB-25 3,8 13,2 4,9 17,2 26,5 13,0 6,3 4,9 2,4 25,0 18 25 2390

554670 6959KB-32 6,2 21,6 8,0 28,1 34,0 27,3 10,7 8,0 3,1 50,0 25 32 5320

Design:

Application:

Features:

Note:

Link Clamp

No. 6959KB



ANDREAS MAIER GmbH & Co. HYDRAULIC CLAMPING SYSTEMS 165

Subject to technical alterations.

Link Clamp

Order 

 no.

R ±0,2 U V X

554667 6959KB-16 M5 x 11 36 3,0 8,5 17,5 30,2 7,8 x 0,1

554668 6959KB-20 M6 x 18 54 5,0 15,0 21,5 38,2 12,7 x 0,1

554669 6959KB-25 M8 x 16 60 5,0 16,0 23,5 42,2 12,7 x 0,1

554670 6959KB-32 M10 x 16 78 5,0 16,0 30,0 52,2 12,7 x 0,1

Installation dimensions:


