
204 HYDRAULIC CLAMPING SYSTEMS ANDREAS MAIER GmbH & Co.  

Subject to technical alterations.

Support element

No. 6962F/L

Order 

 no.

A B C1 

H7
E1 F1

G J K1 OR-1

65052 6962F-08 44,5 27,5 58 36 37 40 M38x1,5 14,5 29,5 46,5 110254 136192

65078 6962F-12 55,0 37,0 70 40 41 44 M42x1,5 21,0 39,0 57,0 173047 136200

65094 6962F-20 71,0 48,0 86 45 46 50 M48x1,5 24,0 50,0 73,0 136218 136226

65060 6962L-08 44,5 27,5 58 36 37 40 M38x1,5 14,5 29,5 46,5 110254 136192

65086 6962L-12 55,0 37,0 70 40 41 44 M42x1,5 21,0 39,0 57,0 173047 136200

65102 6962L-20 71,0 48,0 86 45 46 50 M48x1,5 24,0 50,0 73,0 136218 136226

Order 

 no.

C E F G K L M N Z

65052 6962F-08 74 36 M38x1,5 M 8 81,0 57 12,5 16

65078 6962F-12 87 40 M42x1,5 M10 94,5 69 19,0 20

65094 6962F-20 104 45 M48x1,5 M12 113,5 85 22,0 25

65060 6962L-08 74 36 M38x1,5 M8 81,0 57 12,5 16

65086 6962L-12 87 40 M42x1,5 M10 94,5 69 19,0 20

65102 6962L-20 104 45 M48x1,5 M12 113,5 85 22,0 25

Dimensions:

Design:

Application:

Features:

Note:

The supporting force should be matched to the clamping force in order to absorb machining 

forces. 

The supporting force should always be at least twice as high as the clamping force.

Order 

 no.

Contact force F1*

[N] [mm] [cm³]

Piston area

[cm²]

65052 6962F-08 20-32 8 6 5,5 2,00 500

65078 6962F-12 32-41 12 8 8,0 3,14 700

65094 6962F-20 40-72 20 10 13,0 4,90 1100

65060 6962L-08 170 8 6 5,5 2,00 500

65086 6962L-12 270 12 8 8,0 3,14 700

65102 6962L-20 440 20 10 13,0 4,90 1100
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Luft

vent of 6962F

Contact force F1 (version 6962F)

detail X

CAD

Diagram:

Installation dimensions:

Installation dimensions:


