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Subject to technical alterations.

Support element

Support Element,  

No. 6964F
Order 

 no.

Contact force F1

[N] [mm] [cm³]

66852 6964F-04-2 4,5 - 9,0 4,4 6,5 0,16 281

66878 6964F-11-2 9,0 - 26,5 11,0 9,5 0,33 660

66894 6964F-33 40 - 80 33,4 12,5 1,64 2019

66910 6964F-55 49 - 71 55,6 19,0 4,26 4291

Design:

Application:

Features:

Note:

The supporting force should be matched to the clamping force in order to absorb machining 

forces. 

The supporting force should always be at least twice as high as the clamping force.

Dimensions:

Order 

 no.

B E F G K M P Q R1 W X Z AA AC

66852 6964F-04-2 16,0 56,0 25,0 24,0 5,5 M26x1,5 23 - M8x7,5 33,5 24,5 44,5 17,5 G1/8 13,0 5,5 9 31,0 9 8,5 -

66878 6964F-11-2 20,5 70,5 33,0 25,0 6,5 M35x1,5 30 - M10x11,5 41,5 30,0 59,0 24,0 G1/8 18,0 7,0 10 43,0 10 8,5 -

66894 6964F-33 38,0 111,0 68,5 25,0 12,5 50 28,5 M12x15 63,5 52,5 76,0 31,5 G1/8 26,0 7,0 16 61,0 16 10,3 - 4

66910 6964F-55 51,0 133,0 76,0 31,5 12,5 70 41,5 M16x20 89,0 73,0 97,0 44,5 G1/8 36,5 9,0 24 81,5 24 10,3 - 4
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