
178 HYDRAULIC CLAMPING SYSTEMS ANDREAS MAIER GmbH & Co.  

Subject to technical alterations.

Design:

Application:

Features:

Note:

Please contact us if clamping hardened or cast workpieces.

On request:

Bore clamp MINI, hydraulic, centric

No. 6970CD

Clamping hole in workpiece:

Order 

 no.

force vertical 
at 100 bar

force vertical 
at 150 bar

[mm]

L Md

[Nm] [bar]

556561 2,76 - 5 5,2 - 5,9 8,5 3,7 100 273

556562 2,76 4,1 5 6,0 - 6,7 8,5 3,7 150 274

556563 2,76 4,1 5 6,6 - 7,2 8,5 3,7 150 274

556564 2,76 4,1 5 7,0 - 7,7 8,5 3,7 150 275

Bore clamp MINI, hydraulic, centric

CAD
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Subject to technical alterations.

Dimensions:

Order 

 no.

 
100 bar

 
150 bar

radial force at 
100 bar

radial force at 
150 bar

[cm³] [cm³]

C H J M N P R OR-1

Order 

OR-2

Order 

556561 0,83 - 7,85 - 1,1 1,26 8 5,0 30 15 31,5 31 32,6 23 4,5 51 176164 490342

556562 0,83 1,23 7,85 11,78 1,1 1,26 8 5,8 30 15 31,5 31 32,6 23 4,5 51 176164 490342

556563 0,83 1,23 7,85 11,78 1,1 1,26 8 6,3 30 15 31,5 31 32,6 23 4,5 51 176164 490342

556564 0,83 1,23 7,85 11,78 1,1 1,26 8 6,8 30 15 31,5 31 32,6 23 4,5 51 176164 490342

Order 

 no.

G T U V

556561 30 M4 5,5 8 20,5 21

556562 30 M4 5,5 8 20,5 21

556563 30 M4 5,5 8 20,5 21

556564 30 M4 5,5 8 20,5 21

contact surface

air connection

air connection

Bore clamp MINI, hydraulic, centric

Installation dimensions:


