
276 HYDRAULIC CLAMPING SYSTEMS ANDREAS MAIER GmbH & Co.  

Subject to technical alterations.

Order 

 no.

C E F G M T

328823 6989ME-03-01 11 14 21,5 - 9,5 29 - 11,2 7 5 7 4,5 - -

327965 6989ME-03-02 11 14 21,5 - 9,5 29 - 11,2 7 5 7 4,5 - -

328591 6989ME-05-01 14 19 21,5 2 9,5 29 12 11,2 7 5 7 4,5 - -

328617 6989ME-05-02 14 19 21,5 2 9,5 29 12 11,2 7 5 7 4,5 - -

328633 6989ME-08-01 20 24 31,0 - 15,5 44 - 18,0 9 12 10 4,5 13,5 21,5

328658 6989ME-08-02 20 24 31,0 - 15,5 44 - 18,0 9 12 10 4,5 13,5 21,5

Dimensions:

NW 3+5

Installation dimensions NW 3+5: NW 8:

NW 8

Design:

Application:

Features:

Note:

On request:

Order 

 no.

Nominal

bore

[NW] [bar] [mm]

328823 6989ME-03-01 - 3 350 4,5 14

327965 6989ME-03-02 - 3 350 4,5 14

328591 6989ME-05-01 - 5 500 4,5 25

328617 6989ME-05-02 - 5 500 4,5 25

328633 6989ME-08-01 - 8 300 7,0 56

328658 6989ME-08-02 - 8 300 7,0 56

Built-in coupling mechanism

No. 6989ME

Coupling elements

CAD
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Subject to technical alterations.

Coupling force:

Separating force

Flow resistance:

Installation example NW 3+5: NW 8:
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