
ANDREAS MAIER GmbH & Co. HYDRAULIC CLAMPING SYSTEMS 275

Subject to technical alterations.

Coupling elements

Diagrams:

Screw-in coupling nipple

No. 6989N

Design:

Application:

Features:

Note:

On request:

Order 

 no.

C G K L M P

324509 6989N-05-001 16 23 8,4 25,9 9,8 13 4,5 19 5 15,5 2 x 2,6

324525 6989N-06-002 16 23 8,4 25,9 9,8 13 4,5 19 5 15,5 2 x 2,6

164962 6989N-10-001 20 25 8,5 27,0 13,5 14 4,5 19 5 18,5 4 x 2,8

164988 6989N-20-002 20 25 8,5 27,0 13,5 14 4,5 19 5 18,5 4 x 2,8

Dimensions:

 

Flow Q (l/min)

Coupling force:Flow resistance:

 

detail X

* At 0 bar

Order 

 no.
under 

-

sure-free 

[A]

Nominal

bore

[NW]

-

[bar]

-

* (N)

Md

[Nm]

324509 6989N-05-001 - M20x1,5 3 350 94 15 30

324525 6989N-06-002 - M20x1,5 3 350 94 15 30

164962 6989N-10-001 - M24x1,5 5 500 98 20 56

164988 6989N-20-002 - M24x1,5 5 500 98 20 56

CAD

Installation dimensions:


