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Subject to technical alterations.

Built-in coupling nipple

No. 6989NE

Order 

 no.

C G K L M

525188 6989NE-03-01 13 16 10,0 11,4 25,9 9,8 10,0 4,5 15 5

328674 6989NE-03-02 13 16 10,0 11,4 25,9 9,8 10,0 4,5 15 5

328690 6989NE-05-01 16 20 10,0 11,4 26,0 13,5 10,0 4,5 15 5

328450 6989NE-05-01-01 16 20 16,5 17,0 38,1 13,5 16,5 4,5 22 5

445049 6989NE-05-02 16 20 10,0 11,4 26,0 13,5 10,0 4,5 15 5

328757 6989NE-05-02-01 16 20 16,5 17,0 38,1 13,5 16,5 4,5 22 5

328716 6989NE-08-01 21 24 9,0 15,0 31,4 18,5 9,0 7,4 15 10

328732 6989NE-08-02 21 24 9,0 15,0 31,4 18,5 9,0 7,4 15 10

Dimensions:

Design:

Application:

Features:

Note:

On request:

Order 

 no.

Nominal

bore

[NW] [bar] [mm]

525188 6989NE-03-01 - 3 350 4,5 21

328674 6989NE-03-02 - 3 350 4,5 21

328690 6989NE-05-01 - 5 500 4,5 25

328450 6989NE-05-01-01 - 5 500 4,5 45

445049 6989NE-05-02 - 5 500 4,5 25

328757 6989NE-05-02-01 - 5 500 4,5 45

328716 6989NE-08-01 - 8 300 7,0 60

328732 6989NE-08-02 - 8 300 7,0 60

CAD

Coupling elements

Installation dimensions:


