
Subject to technical alterations.

144 ZERO-POINT-SYSTEMS ANDREAS MAIER GmbH & Co.  

1) 2) 3) 4)

5)

427872 321000

6) 7)

for pipes external Ø 8 mm, internal Ø 4 mm. 

Max. operating pressure 100 bar.

No. 6370ZR
Order 

 no.

Fig. No. Connection Weight

[g]

320986 1 G1/4 80

305409 1 G1/8 44

321000 2 G1/4 31

305417 2 G1/8 23

321026 3 G1/4 95

305425 3 G1/8 60

321042 4 - 37

321067 5 - 56

427963 6 G1/8 16

429019 6 G1/4 44

429936 7 * 475

Accessories

Application:
Fitttings for piping of surface-mounted clamping modules and 

flange versions.

Note:
* Article 429936: 

Seamless hydraulic pipe, phosphate-coated and lubricated, 

ø 8x2 mm, length 2.0 m, made of steel (fully killed cast steel) 

in accordance with DIN 2391 C normalised, bright-annealed 

(NBK) cold-drawn. 

CAD

Max. operating pressure 350 bar.

Adapter with external thread

No. 6370ZRA
Order 

 no.

dia. D G G1 L L1 L2 SW Weight

[g]

558045 4 G1/8 G1/8 25 10 10 14 14

558050 4 G1/8 G1/4 28 10 11 19 22

Design:
Adapter with external thread in inches, made of steel, galvanised.

Application:
For adaptation of hydraulic connection components for zero-point clamping systems.

Note:
The Cu sealing rings are not supplied as standard and must be ordered separately. 

Form A sealing ring Cu (copper): 

G1/8: order no. 69815 

G1/4: order no. 69823

 
427856

CU seal 
69823


