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Subject to technical alterations.

mounting, with guided piston rod

No. 6951GZ

Dimensions:

Order 

 no.

A C F G L P R U V W

66613 6951GZ-02-20 M28x1,5 102,0 44 25,5 13,0 11,13 M6 x 7 7 32,0 20,5 38,0 G1/8 14,0 3,2

66696 6951GZ-05-20 M38x1,5 134,0 60 31,0 13,0 15,88 M10 x 12 12 38,0 26,0 47,5 G1/8 19,5 4,8

66795 6951GZ-05-200 M38x1,5 167,0 86 27,5 9,5 15,88 M10 x 12 12 38,0 26,0 47,5 G1/8 19,5 4,8

66738 6951GZ-11-20 M48x1,5 172,0 79 32,0 13,0 22,23 M12 x 13 13 47,5 31,5 60,0 G1/4 25,5 4,8

66928 6951GZ-11-200 M48x1,5 235,5 124 29,5 10,5 22,23 M12 x 13 13 47,5 31,5 60,0 G1/4 25,5 4,8

Design:

Application:

Features:

Note:

Push-pull cylinder

Oil connection

A

B

= Pull

= Pressure

Order 

 no.

Pull force at 350 bar

[mm] [cm³] [cm³] [l/min]

66613 6951GZ-02-20 5,6 2,2 14,5 2,3 0,92 0,165 300

66696 6951GZ-05-20 13,5 6,6 20,0 7,8 3,82 0,400 744

66795 6951GZ-05-200 13,5 6,6 31,0 11,9 5,90 0,400 850

66738 6951GZ-11-20 27,7 13,9 29,5 23,0 11,90 1,640 1379

66928 6951GZ-11-200 27,7 13,9 51,0 40,0 20,50 1,640 1941

CAD


