
Subject to technical alterations.
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Hardened, for pneumatic clamping module no. 6203L.

Pull-stud K02

No. 6203ZN-02
Order 

 no.

Size dia. DN dia. D1 H H1 M T Weight

[g]

427302 K02 10,0 7,14 17,5 15 M5 2,5 4

427328 K02 10,0 7,14 17,5 15 M5 2,5 4

427344 K02 9,95 7,14 17,5 15 M5 2,5 4

Design:
Order no. 427302: zero point pull-stud, order no. 427328: timing pull-stud 

order no. 427344: undersize pull-stud 

Note:
A suitable tool for aligning the slit pull-stud is available under the order no. 562804.

Pull-studs

Hardened, for clamping modules size K5.

K5 pull-stud for M6 engagement 
screw

No. 6370ZN-5
Order 

 no.

Size dia. DN dia. D1 dia. D2 H H1 M T Weight

[g]

306019 K 5 15,0 10 6 12,7 10,2 - 2,5 15

306035 K 5 15,0 10 6 12,7 10,2 - 2,5 15

306050 K 5 14,8 10 6 12,7 10,2 - 2,5 15

306076 K 5 14,8 - - - - M 6 - 12

Design:
order no. 306019: zero point pull-stud, order no. 306035: timing pull-stud, 

order no. 306050: undersize pull-stud, order no. 306076: protection pull-stud 

On request:
Protection pull-stud made of plastic.

Hardened, for clamping modules size K5.

K5 pull-stud for M8 engagement 
screw

No. 6370ZN-5
Order 

 no.

Size dia. DN dia. D1 dia. D2 H H1 M T Weight

[g]

562192 K 5 15,0 11 8 12,7 10,2 - 2,5 8

562193 K 5 15,0 11 8 12,7 10,2 - 2,5 8

562194 K 5 14,8 11 8 12,7 10,2 - 2,5 8

306076 K 5 14,8 - - - - M 6 - 12

CAD

CAD

Design:
order no. 562192: zero point pull-stud, order no. 562193: timing pull-stud, 

order no. 562194: undersize pull-stud, order no. 306076: protection pull-stud 

On request:
Protection pull-stud made of plastic.

CAD


